The FORBES 
FURNACE 

An Interesting Proposition 

A PERFECT 

Heating and Ventilating System 

FOR 

Homes, Schools, Churches 

GUARANTEED 


INSTALLED AND DISTRIBUTED 
-BY- 


Sole Manufacturers 

Tubular Heating and 
Ventilating Company 

232 Quarry Street, Phila., Pa. 


















We also make a water heater which can 
be used in any of our furnaces. 



These heaters are placed in the dome of 
furnace directly over the feed door and do 
not interfere in any way with the fire, which 
is the case when old style coils are used. 








FULL VIEW 

CASED COMPLETE 



Only four feet three inches high. 

Realize this: nearly eighteen inches lower 
than the height of an average man. How 
about heat-pipe elevation? 
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NOTICE SIMPLICITY OF 
CONSTRUCTION 



Made Entirely of Cast Iron 


CIRCULATION OF AIR UNDER MANIFOLD 
TO FRONT OF HEATER 
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Rear view, showing Gold Air Box 
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Check Draft Regulator 



A CHECK DRAFT REGULATOR 


is furnished with each heater, graduated 
so that you can always place it in the 
same position when heater is working most 
economically. 
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The Forbes Furnace 


is made entirely of cast iron, and has the 
largest amount of radiating surface. The 
castings are heavily made for good service. 

Has marked improvements over any 
warm air heating furnace now in use. 


REMEMBER 

our highest heater is only 4 feet 3 inches 
in height, giving splendid elevations to 
hot-air pipes, and particularly adapted to 
low cellars, allowing the heated air to pass 
very rapidly through the hot-air pipes to 
the rooms above. 


Great Efficiency 

88 Per Cent, by Actual Test 

We guarantee our heaters in every case 
to be as represented. 

We send references when requested. 

SEND FOR LARGE CATALOG 
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The Triplex Grate 

of 1909 is very strong and durable, the 
front grate rest is improved, and, by re¬ 
moving a spring cotter, half of the rest 
may be lowered, to take out or renew a bar. 

There are no bolts in this rest to come 
loose or rust fast, and any inexperienced 
person can repair this grate. 

See cut. 

The No. 2 size has four grate-bars; the 
Nos. 3, 4 and 5 have six bars. The deep 
ash-pit permits ample circulation of air 
below the grate, with increased durability 
of grate bars. 
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This is what prevents all the heat from 
going up the chimney and what prevents 
you from spending good money to heat 
outside air. 


This radiator is made exclusively of Cast 
Iron, and can be cleaned in five minutes 
by taking off cap (see cut). 
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Check Draft 
Regulator 


Smoke Neck 


Direct 

Draft 


Baffle 

Plate 


Radiating 

Manifold 


ABSOLUTELY GAS-TIGHT 

Having only 3 gas joints 

Perspective view, casings partly removed, 
showing RADIATING MANIFOLD in 
back; also Baffle Plate around ash pit. 

(Notice parts where arrows point) 
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